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1.6. Reinstallation of Containers.
(a) Containers shall not be reinstalled unless they have been retested
in accordance with currently effective Interstate Commerce Commission
Regulations.
1.7. Use of Gas for Industrial Applications Where Oxygen Is Not Re-
quired.
(a) Where portability of containers is necessary making their location
outside the building or structure impracticable, containers may be located
for use but not for storage inside the building or structure, only: where
gas is to be used for industrial processing or repair work In an indus-
trial building or structure being employed for industrial purposes; or
where it is to he used in the construction, repair or improvement of
buildings or structures and their fixtures and equipment, Such installa-
tions are subject to the following additional rules:
1. The regulator employed may be connected directly to the cylinder
valve or located on a manifold which is connected to the cylinder valve.
The regulator must be of a type suitable for use with liquefied petroleum
gas.
2. The aggregate capacity of the containers connected to each port-
able manifold shall not exceed 250 pounds of gas by weight, and not
more than one such manifold with containers may be located in the
same room unless separated by at least 50 feet.
3. Manifolds and fittings connecting containers to the pressure re-
ducing regulator inlets shall he designed to withstand without rupture
at least 500 pounds p.s.i. gauge.
4. Containers, regulating equipment and manifolds shall be located
where they are not subjected to excessive rise in temperature, mechan-
ical injury or tampering by mnauthorized persons.
DIVISION II.
SYSTEMS UTILIZING CONTAINERS OTHER THAN I.C.C.
Division 11 applies specifically to systems utilizing storage containers
other than those constructed in accordance with Interstate Commerce
Commission specifications. All basic rules apply to this Division unless
otherwise noted in the Basic Rules.
2.1. Container Valves and Accessories, Filler Pipes and Discharge Pipes.
(a) The filling pipe inlet terminal shall not be located inside a build-
ing. Such terminals shall be located not less than 10 feet from any building
and preferably not less than 5 feet from any driveway, and shall be lo-
cated in a protective housing built for the purpose.
(b) The filling connection shall be fitted with an approved combina-
tion back-pressure check valve and excess flow valve; a double or 2 back-
pressure check valves; or a positive shut-off valve, in conjunction with
either an internal back-pressure valve or an internal excess flow valve.


